
UTAH OIL AND GAS CONSERVATION COMMISSION

REMARKS: WELL LOG ELECTRICLOGS FILE X WATER SANDS LOCATIONINSPECTED OIL SUB REPORT/abd

DATEFILED -27-82

LAND FEE & PATENTED STATE LEASE NO. PUBLlC LEASENO 0-16538 INDIAN

DRILLING APPROVED: 6-1-82
SPUDDED JN:

COMPLETED: PUT TO PRODUCING:

INITIAL PRODUCTION:

GRAVITY A.P.I.

GOR:

PRODUCINGZONES:

TOTAL DEPTH:

WELLELEVATION:

DATEABANDONED:

FIELD: WILDCAT
UNIT (0 EIGHT MILE FLAT
COUNTY UINTAH
WELLNO JACOBS-NGC #32-5 API NO. 43-047-31228
LOCATION FT. FROMg(S) LINE, FT FROM (E) (R)LINE SW NE 1/4 - 1/4 SEC 5
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Form 9-8810 BuStatre
No. ALR1435.(May 1903) (Other instructions on

UNITEDSTATES · r•••r «•)

DEPARTMENTOF THE INTERIOR 5. LEASE ONSIMAWION AND SBþI gQ.

GEOLOGlCAL SURVEY 16538 -

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK O.IFINDIAN,ALLOTTERORWRISBNAMS

1a. TYrm or WORK

DRILLÈ DEEPENO PLUGBACK O 7. UNIT AGREEMENT NAME "

b. Tremor war.L
Eight Mile Flat Bylit

war. [E ^."¿, O ora.«
NNELE MEOUNLTWLB 8. NRM OB LEASE NAM 1

2. Waxa or oraxAmon

R. L. Jacobe Oil and Gas
9. WEI;L NO.

8. ADDRESS 09 OPMBATOR g JA COBS -NGS #32-5
2467 Commerce Blvd. Grand Junction Colo. 81501 to. TIBI.D AND POOI., OB WILDen

4. laCATION OF WELI. (Report location clearly and in ne ordance with any State requirements.*) Wildcat
t surface
located North 3100 feet fro the south boundary and west 11.nac.,s.,ah"h°"'A'°

Atproposedprod.zone 19 ÎOSt ÌTÓ the eadt boundary of Sec. 5 Sec,6T98, R18E SLß& M

14. IpiBTANCE IN MILES AND DIRECTION raox NBAaliBT wN og 208T OrriCE* 12. COUNTXOR PARISR 13. BTA'Ãm
20 miles SE of Myton, Utah Vintah Utah

10. DISTANCE NBOM PROEGBED 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNED
LOCATION TO NEAREST TO THIS WELL
FROPSBTY OB LEABB LINE, FT. Al 8O 40
(Also to nearest drig. unit line, it any)

18. DISTANCE WROM PROPOSED LOCATION* 19. PROPOSED DEPT
' 2Û. ROTABI OR CABLE TOOLS

TO NEAREST WELL, DRILLING, COMPLETED, 6500 ' A Rotary
OR APPLIED WOR, ON THIS LEASE, FT.

21. ELEVATIONS ($how whether DF, RT. GR, etc.) 22. Arraoz. DAra woaK WIL& BTAam*

A98 Grognd level June ) 1982
sa. PROPOSED CASING AND CEMENTING PROGRAM

SIZE O BOLE SIZE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITY OF CBRENW

12 /8" 4-55 24#new 300' Circ. to surface
7118" 5W' -55 15.5#n w 65oo'

OfVISONOFOIL.BAS&MINING
IN ABOVE SPACE DilSCRIBE PROPÖSED PROGRAM : If prðpesal is to deepen or plug back, give data on present productive zone and proposed new productive
sone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blàwont
preyenter prog .

2

SIGNED TITI.E Fieíd Opr•aat onn war. ny 29, 1 AP

(This space for Federal or State ofBee use)

PERMITNR 4PPROV4LDATF

APPROVED BY TTTL $ATE

CONDITIONS OF APPROVAL, IF ANY :

*SeeinstructionsOn Reverse
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SCALE: • 1000

JACOBS-NCC #32-5
Located North 3100 feet from the South boundary and lifest 1980 feet
from the East boundary of Section 5, T9S, RIGE, SLB&M.

RP 150' N = 4978.5 Elev. 4984
RP 50' S = 4984.1
RP 150' E 4978.3 Uintah County, Utah
RP 150' ill 4989.2

nm,, UDELLS. WILLIAMSAND SURVEYOR'S CERTIFICATE 751RoodAvenue
GRAND)UNCTION. COLOR 81501

Tw•• se to canverv vnar sus amove war was marranno
• No.2573 . PRÔM Fit D WOR$ OW ACTUAL SURV«.. maar av me on PROPOSED LOCATiONo C" ( , uneen any surenvessou ano vnat Tus saaer ane emus.1E• anocon acytorestansvormymuomeroesa••oestse' 3ACOBS-NGC #32-5

Stil¼NE¼ SECTION
..... . T9 S RI BE , SLB
OFens"

UTAN A. $. NO 25Ì3
DRAWW BY: USill omre: 5/13
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Identification No. 3 |

United States Department of the Interior
Minerals Management Service 25

2000 Administration Building 15
1745 West 1700 South «» 9

Salt Lake City, Utah 84104-3884

NEPACATEGORICALEXCLUSIONREVIEW

PROJECT IDENTIFICATION

Operator , i. , gy or Û; ¿yr ) as

Project Type Ë$• $U'e

Project Location Jfo £5'f 51.. .20/f 'FEL. Jeof|en 5' TT S OV E

Well No. jfál - $Í Lease No. & '

Date Project Submitted / IAy ff- -

FIELD INSPECTION Date June &

P r'tfc$tsetiondre7 Û«rli's -- NÑ5, er «Á
Ørd S lyser- FL Al, A ru /

I have reviewed the proposal in accordance with the categorical exclusion
review guidelines. This proposal would not involve any significant effects
and, therefore, does not represent an exception to the categorical exclusions.

f Date repared Env o ental Sciëntist

I CODCUP -- .4

JUN2 1 1982 '°" ofsic 6°^

Date District
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FIELD NOTES SHEET

Approve Location:

Approve Access Road:

Modify Location or Access Road:

Evaluation of Criteria for Categorical Exclusion

1. Public Health and Safety
2. Unique Characteristics
3. Environmentally Controversial Items
4. Uncertain and Unknown Risks
5. Establishes Precedents .

6. Cumulatively Significant
7. National Register Historic Places
8. Endangered/Threatened Species
9. Violate Federal, State, Local, or Tribal Laws

lf this project is not eligib.1e for Categorical Exclusion circle the numbers of

the above cri ceria requiring the preparation of an EA.

Corunents and special conditions of approval discussed at onsite: (include local

topography)



CATEGORICAL EXC .'SION REVIEW' INFORMATION SOURCE

LXal ard

Federal/State Agency private Other
Corte- Paone . corte- studies Cosite

Criteria spondence check Matirg stondence Previous atd Staff inspection

516 EN 2.3_A (date) (date) (date) (date) NE A reoorts exoertise (date) Ot½er

Public bealth

.

.and p_Eg

Unique charac-
t€flSt1CS

'

, Envirementally
controversial

. Uncertain and
unione risks

. Estab
precedents

.

.. Ct.nulatively
significant

', Nat ional Register
historic places

8. EMangered/
threa:ened soecies

.
--

9. Violate Federal,
Sta:e,



•
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CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND

1. Surface Management Agencyinput .

2. Reviews Reports, or information received from Geological Survey

(Conservation Division, Geological Division, Water Resource Division

Topographic Divísfon)

3. Lease Stipulations/Terms .

'

4. Application Permit to Drfli .

S. Operator Correspondence

6. Field Observation
'

7. Private Rehabilitation Agreement .

e

a

e

e

e

e

i



ÏtW$ŒeNS' Departrnent of the nterior
OlL&GASOPERATIONS I & R

RECEIVED U-801BUREAUOF LAND MANAGEMENT

,w jgggj $2VERNALDISTRICTOFFICE
170 South 500 East IEggg

(SALTLAKECPhr,UTAfernal, Utah 84078 (9

June 16, 1982

Ed Guynn, District Engineer gi
Minerals Management Service
2000 Administration Building
1745 West 1700 South
Salt Lake City, Utah 84104

Re: R.L. Jacobs Oil & Gas
NGC#32-5 (0-16538
T9S, R18E, SW¾NEk, Sec. 5,
SLBM, Uintah County, Utah

Dear Mr. Guynn:

On June 16, 1982, a joint onsite inspection was made of the above referenced
well site locations and proposed access roads by people representing Jacobs
Oil & Gas, MMS,and the BLM. We feel that the surface use and operating
plans are adequate with the following stipulations:

1. Construction and maintenance of roads, rehabilitation of disturbed
areas, and construction of pipeline routes shall be in accordance with
the surface use standards as set forth in the booklet, "Surface Operating
Standards for Oil and Gas Exploration and Development."

2. The maximumwidth of access roads will be 30 feet total disturbed area.
Turnouts will not be required and traveling off the right-of-way will not
be allowed.

3. Topsoil will be stockpiled as addressed in the applicants 13 Point Plan.
Our office recommends the top 6-10 inches of topsoil material be stock-
piled.

4. The BLMwill be notified at least 24 hours prior to any construction.

5. The BLMwill be notified at least 24 hours prior to any rehabilitation.

6. A burn pit will not be constructed. There will be no burying of garbage or
trash at the location. No trash will be thrown in the reserve pit..A11
trash must be contained and hauled to the nearest sanitary landfill.

7. All permanent (on site for six (6) months duration or longer) structures
constructed or installed. including the pumpjack, shall be painted a flat,
non-reflective, earth tone color to match Tnemec 23-08351 Mesa Brown Endura-
tone or an approved equal. All facilities shall be painted 6 months of
when the production facilities are put in place, Facilities that are
required to comply with OSHA(Occupational Safety and Health Act) standards
are



8. Reserve pits will be fenced with a wire mesh fence topped with at least one
strand.of barbed wire.

9. Muffler systems will be installed on all pumping units.

10. The proposed drill location as submitted in the APDwas moved 35' west seAZ
of the original location, during the on-site inspection. All surface
facilities and the reserve pit should be moved respective to the new loc-
ation.

An archaeological clearance has been conducted by Archaeological-Environmental
Research Corporation of the proposed drill sites and access roads. No cultural
materials were located on the surface of the survey areas.

The proposed activities do not jeopardized listed, threatened or endangered
flora/fauna or their habitats.

Sin erely,

Ra ph J. et
Area Man ger
Diamond Mountain Resource Area

cc: MMS,Vernal
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0
R.L, JACOBS OIL 4 CAS CGTANY

JACOBS-NGG #32-5
Section-5 T98-R18E, SLM

Uintah County, Utah

DRILLINGPLAN

1. The geologic name of the surface formation is in the Tertiary UintaEormation.

2. Estimated tops of important geologic markers are as follows:
Green River Formation 1725

Wasatch Tongue 5925

Wasatch Formation 6300

Proposed T.D. 6500

3. Oil or gas may be encountered in the Green River and Wasatch Formations.No other formations are expected to produce water, oil, gas, or otherminerals in measureable quantities.

4. Size of Hole Size of Casing Setting Quantityog4 Wt./ft. Depth Cement
17A" 8 5/8", 14 , new 300' Circ to surface
7 7/8" $¼ 15.5# , new 6500' 440 sx.

5. Operator's minimumspecifications for pressure control equipment is a10", 3000 psi hydraulic blowout preventer. Blowout preventer will betested daily. Refer to Diagram "C' .

6. Fresh water base drilling mud will be used for the entire drillingoperations, utilizing a dispersed mud system to a total depth. Mudweight will be controlled by controlling drilling solids. Barite willbe used for weighing material in the event that abnormal pressures areencountered. Total systeà volume will be 350 barrels, not includingpotential reserve pit volume.

7. Auxiliary equipment is as follows:
(1) Kelly Cocks
(2) Bit Floats
(3) A full opening-quick close drill pipe valve is to be located onthe derrick floor at all times.

8. Commercial shows of oil and gas will be tested. We are anticipatingdrill stem tests in the Wasatch and Green River Formations. No coringis anticipated.



O O
DRILLINGPLAN, Continued
R.I.. JA0088 IL 4 GASCOWPA
J£coss-NGC 32•§
Uintah County, Utah ·

Page TWo

The logging program is as follows:

(1) Nud logging unit: from 300' to T.D.
(2) Dual Induction Laterlog-T.D. to base of surface casing.
(3) BHC-Gama Ray Sonic w/Caliper, Integrated T.D. to base

of surface casing.
(4) Formations Density/Compensated Neutron: Zones of interest.

9. No abnormal pressures or temperatures are anticipated. No potential
hazards such as hydrogen sulfide are expected, based upon well
experience in the area.

10. The anticipated starting date: June 5, 1982

obert S. :West -

Roosevelt,



R.L. JACOBS OIL OGAS COMPANY

13 Point Surface Use Plan

For

Well Location

Eigth Mile Flat Unit

JACOBS- NGC 32-5

Located in

Sectioni , T9S, R18E, S.L.BAM.
Uintah County, Utah
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• JACOB S -NGC
8-Nile flat- · '
Section° T9S R10E S.L.BA M.

1. EXISTING ROADS

To reach R.L. .IACOBS*0IL & CAS Company well location 8 Nile Flat
32-5 loca. ed in the SWANg'« Section 5 . T9S, R18E, S.L.B.6 M., Uintah
County, Utah; proceed Southwesterly out of Myton, Utah along U.S. Bighway
40 - 1.5 miles to the junction of this Highway and Utah State Bishway 53, •

to the South; proceed Southerly along this Hi8hway 1.5 miles more or less,
to the intersection ci Utah State Highway 53 and Utah State Highway 216,
thence proceed Southeasterly along Utah State Highway 216 10.9 alles to
the junction of this road and an existing road to the East; proceed Easterly
alona this service road to second road to north east, noto jeep trail only,
turn due north at .jeep brail intersection and proceed to next jeep
intersection mile, to north, turn right east) 1/3 mile and north
to east of small hill ridge Off main service road 1 miles. See detail map.

The Highways mentioned in the foregoing paragraph are bituminous
surfaced roads up to the intersection of Utah State Highway 53 and 216, at
which point Utah State Highway 216 is constructed out of existing native.
naterials that are prevaient to the existing area It is located in and .

ranges from clay to sandy-clay shale materials, as are the aforementioned
dirt oil field service roads and other roads in the vicinity.

There is no anticipated construction on any portion of the above
described road.s. They will meet the necessary standarda required to
facilitate an orderly flow of traffic during the drilling phase, completion
phase, and production phase, of the well. These roads will be maintained
at the standards required by the B.L.M. or other controlling a8encies.

-2, PLANNED AC€ESS ROAD

See Topographic Map "B".

3. LOCATION OF EXISTING UELLS

See Topographic Bap "B".

There are no knowng production wells, abandoned wells, temporarily
abandoned wells, water wells, disposal wella, drilling wells, shut in
wells, injection wells, monitoring or observation welle for other resources
within a one mile radius of this location alte.

.

LOCATION OF EXISTING AND PROPOSED FACILITIES

There are no Hiko Bell Mining & 011 Company tank batteries, production
facilities, oil gathering lines, gas gathering lines, injection lines, or
disposal lines within a mile radius of thia .location



O O
JACOBS-NGC 32-5-
8 811e Flat
Sectior 5 T98, R18E S.L.B.6 N.

4. LOCA710N OF EXISTING AND PROPOSED FACILITIES - cont...

In the event that production la established, ý1ans for a flowlinefrom this location to existing lines in the area will be submitted to theproper authorities and the existing area of the location vili be.utilised
for the establishment of the necessary production facilities.

The· total area that is needed for the production of this well will befences and cattleguards which will be utilised for access to these facilities.

The.area will be built if possible, with native materials and if thesematerials are not available, then the necessary arrangements will be ade
to get. them from private sources.

These facilities will be constructed using bulldozers, graders, and
workmen crews to construct and place the proposed facì11ties.

If there is any deviation from the above, all appropriate agencies
will be notified. .

Rehabilitation of disturbed areas no longer needed for operations
after construction is completed will meet the requirements of Item 110.

5, LOCATION OF AND TYPE OF WATERSUPPLY

Water to be used for the drilling and production of this well will be
hauled by truck from BLM lake located'3f of mile Ãorn east of BLM
compound'located in sec. 7. approx. 8 iles from application we1*l

-32-5. to the East. See Map "B" Cont.

In the event that the above source is not used other arrangements
will be made with the proper authorities for an alternate source.

All regulations and guidelines will be followed and no deviations willberaade unless all concerned agencies are notified.

. There will be no water well dril.1ed at this location site.

6. SOURCES OF CONSTRUCTION MATERIALS

All construction material for this location site and access road sh 11
be borrow materials accumulated during the construction of the location
site and access road. No additional road Bravels or pit lining materials
from other sources are anticipated at this time, but if they are required
the appropriate actions-will be taken to acquire them from private sources.

The native materials that will be used in the construction of this
location site and access ro°ad will consist of a sandy-clay soil and sandstone

. and shale material gathered in actual construction of the road and



. g.L JACOBS OIL & GAS COMPANY
8 Mile Flat -

- JACOS GC' 32
Section T ' T9S, Rí8E S.L.B.6 N.

7. METHODS FOR HANDLING NASTE DISPOSAL

A reserve pit shall be constructed, and at least half of that depth ofthe reserve pit shall be below the existing ground surface. Non-flammablematerials such as cuttin8s, salta, chemicals, etc., will be buried in thereserve pit and covered siith a minimum of four feet of earth materials.Prior to the onset of drilling, the reserve pit will be fenced on threesides. Uýon completion of drilling, the fourth side of the reserve pit willbe fenced and allowed to dry completely before backfilling and reclamationare attempted. A portable toilet will be supplied for human waste.
A trash basket will be provided for flammable materiale. Haste willbe hauled by truck to the nearest sanitary landfill.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time,and none foreseen in the near future.

9. HELL SITE LAYOUT

See attached Location Layout Sheet.

The t.L.M. District Manager shall be notified before any constructionbegins on the proposed location site and road.

As toentioned in Item £5, the pits will be unlined unless it is determinedby the representatives of the agencies involved that the materials are too -porous and would cause contamination to the surrounding area.; then the pitswill be lines with a gel and any other type of material necessary to makeit safe and tight.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, all topsoil shall bestripped and stockpiled. (See Location Layout Sheet and Item #9). Whenall drilling and production activities have been completed, the locationsite and access road will be reshaped to the oríSinal contour and stock-piled topsoil spread over the disturbed area. Fënees around pits are to -be removed upon completion of drillin8 activities and all waste being con-tained in the trash hasket will be hauled to the nearest sanitary landfill.The reserve pit will be completely fenced and allowed to dry before covering.When restoration activities have been completed, the location site and accessramp shall ¾e reseeded with a seed mixture recommended by the B.I..ei. DistrictMana8er when the noisture content of the soil is adequate for germination.The Lessee further covenants and agrees that all of said cleanup and reatorationdetivities shall he done and performed in. a diligent and most workmanlike mannerand in strict conformity with the above mentioned Items $7 and



0 g
R..L. JACOBS OIL 6 GAS COMPANY~

8 Nile Flat- JACOBS-NGC 32-5
Section 5T9s, R18E S.L.B.6 M.

11. OTHER INFORMATION

The topography of the General Area - (See Topographic Map "A").

The area is a basin that lies between the Book Cliff Mountains to theSouth and the Uinta Mountains to the North. The area is interlaced withnumerous.canyons and ridges which are extremely steep with numei·ous ledges •

formed in sandstone, conglomerates, and shale deposits.

The majority of the washes and streams in the area are non-perennial
streams and flow to the Southeast and are tributaries to the Green River.

The soils of the semi-arid area are of the Uinta Formation and DuchesneRiver Formation (the Fluvial, Sandstone, Mudstone) from the Eocene andQuaternary Epoch (gravel surfaces) and the visible geologic structurea
consist of light brownish clay (OL) to sandy soils (SM-ML) with poorly
graded graveis and shales with outcrops of rock (sandstone, mudatone,
conglomerates, and shales).

Due to the 1ev precipitation average, climatic conditions and the
marginal types of soils, the vegetation that is found in the area is common
of the semi-arid region we are located in and in the lower elevations of
the Uinta Basin. It consists of, as primary flora, areas of sa8ebrush,
rabbitbrush, some grasses, cacti, and large areas of bare soils devoid of
any growth. In the areas that are formed along the edges of perennial
streams cottonwoods, willows, tamarack, sagebrush, rabbitbrush. Brasses,
and cacti can be found.

The fauna of the area is sparse and consista predominantly of mule deer,
coyotes, pžonghorn antelope, rabbits, and varieties of small ground squirrels
and other types of rodents, and various reptiles common to the area.

The birds of the area are raptors, finches, ground sparrow, magpies,
crows, and jays.

The area f.s used by man for the primary purpose of grazing domestic
livestock.

The topograph of tLe Immediate Area (See Topographic Map "B").

8 Mile Flat 32-5 location site sits south of a ridge on a hill
slopping on three sides, north, east and souty,tA dome from elev. N 4978'
S.4984, EA978' and W49891.. Soutiq‡ the Çastle Peak draw. Castle Peak
Draw drains into the Green river to.jhe Eapt. s

.

The geologic formation on the location is in the Uinta Formation and '
consists of light brownish-gray clay (SP-CL) with some sandstone outcrops.

The ground slopes to the . N,E,ws through the location,
at approximately 61 grade. •.

s



4,L. JACOBS OIL & GAS COMPANT

S Mile Flat - JACOBS-NGC 32-5
Section 5 T9S, R18E 5.L.B.6 H.

11. OTHER INFORMATION - cont...

,
The location is covered with some sagebrush and grasses.

There are no occupied dwellings or other facilities of this Lature

in the general area..

There are no visible archaeological, historicai, or cultural sites .

within any reasonable proximity of the proposed location site. (See Topo-

graphic Ihp "B").

12. LESSEE'S OR OPERATOR'S REPRESENTATIVE

Robert S. West
Jacobs Drilling Co.
R.L. Jacobs Oil and Gas

801-722-4769

13. CERTIFICATION

I h reby certify that I, or persons under my direct supervision, have

inspected the proposed drill site and access road toute; that I am familiar

with the conditions which presently .exist;
that the statements made in this

plan are, to the best of my knowled3e, true and correct; and the work associated

with the operation proposed herein will be performed by + ÑA

me Gwpos and its contractors and subcontractors in conformity with this

plan and terms and conditions under which it is approved.

May 20, 1982

Date Robert S.
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** FILE NOTATIONS**

DOATE

T0 †Ãm
WELLNO: // Q.(2.f'.. 324

Location: Sec. À T. ŸS /U. County: T' hÁ

F¿f.e PtepaAed Entexed on N.I.9

Cax.d Indexed: Completion Sheet

API Humbet V3- 0 47- Z(

CHECKEDBY:

Petroleum Engineer:

Director:

Administrative Aide:

APPROVALLETTER:

Bond Requilt.ed: Suk.vey Pfa.t Requixed

Oxdex No. 0.K. Rufe C-3

Rule C-3(c.), TopogAaph¿c. Exception - company owns ox conto a.exeage
w¿thin a. 660' aadiurs og pxoposed alte /

Lea.se Designat¿on Pfofted on M

AppAovaL Lettet 8/ALtten

Hot L¿ne
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June 2, 1982

R. L. Jacobs Oil and Gas
2467 Commerce Blvd.
Grand Junction, Colorado 81502

RE: Well No. Jacous NGC32-5
Sec. 5, TSS, R18E
Uintah County

Insofar as this office is concerned, approval to drill the above
referred to oil well is hereby granted in accordance with Section 40-6-11,
Utah Code Annotated 1953 and predicated on Rule A-3, General Rules and
Regulations and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to iggggiggg)ynotify the following.

CLEON8. FEIGHT
Office: 533-5771
Home: 466-4455

Enclosed please find Fonn 0GC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence and that the drilling contractor and
rig number be identified.

The API number assigned to this well is 43-047-31228.

Sincerely,

DIVIS@SNOF OIL, GASANDMINING

Rondtd-0. Firth
Chief Petrolemn Engineer

RJF:sc
cc: Minerals Management Service



STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES& ENERGY Temple A. Reynolds, Executive Director
Oil, Gas & Mining Cleon B. Feight, Division Director

4241 Sta‡e Office Building • Salt Lake City UT84114 • 801-533-6771

March 10, 1983

R. L. Jacobs Oil & Gas Compa y
2467 Commerce Blvd.
Grand Junction, Colorado 81501

Re: Well No. R. L. Jacobs # 43-1
Sec. 1, T. 9S, R. 17E.
Uintah County, Utah

Well No. Jacobs lOC # 32-5
Sec. 5, T. 9S, R. 18E.
Uintah County, Utah

well No. Jacobs State # 2-12
Sec. 2, T. 21S, R. 23E.

DMSIONOF Grand County, Utah

Gentlemen:

In reference to the above mentioned wells, considerable time has gone by sinc#
approval was obtained from this office.

This office has not received any notification of spudding. If you do not
intend to drill these wells, please notify this Division. If spudding or any other
activity has taken place, p1ëase send necessary forms. If you plan to drill these
locations at a later date, please notify as such.

We will be happy to acknowledge receipt of your response to this notice if you
will include an extra copy of the transmittal letter with a place for our
signature, and a self addreshed envelope for the return. Such acknowledgement
should avoid unnecessary mailing of a firm second notice from our agency.

ion to the above will be greatly appreciated.

CA
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Cari Furse
T $6· Vell Records Specialist
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R. Le Jaceba 011 and ðas
246Ž Connerce Elvd.
Grand Junction, CD SISDL

Re kestind Application for Permit
to Drill
Vell No. 32-5
Secti a $-T9tì*R185
Utatah Cobotys Utah
Lease No U-ló¾30

Gentlemen

The Appitcation for Pewit to Drill the tefersaend welf yas aÿproved on
?)ay 4, 19ë24 Since that date no known activity has transpired at the
appr«ve4 location. Under entrent istrict po11ay, app11eätioian for payait
to drill are effectiv for a period of one year. In viw of the foregoing
this office le rescinding the approval af the referenced appitcation without
prejudice. If you intend to drill at this location at a fetare date, _a new
application for penit. to drill suot be submitted.

TMo efftee requires a letter confirming that no surface dieterhance has
beek ande fog this drill atte. Any aurface âtaturbance assocínted alth the
approved location of this «Il is to ¾e rehabilitated. A schedul¢ for this
rehabilitation myt then be submitted to chia of f ice. Your coopermitos in
this atter is appfattated.

Planco send requested information to Chief, årench of Fluid Minerale,
Aureau of Land Management, 1745 94 1700 S., 2000 Adelaistration 814¾«, $alt
Lake City, UT à4104.

Sincerely,

E. W. Cayan
Chief, Brà¾eh of

fluid Minärete

bee: BLN~Vernal
V State O&G

State BLM
Well File
APD Control
DSU/MRReading
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